> D ey ey o5 4

XA LA

CELL LG

AT 4% o

(o e le do dododo do {ol
.-g_‘.:*_.ﬁ.”*' ... fade 44 .¢::

A SN SN

P P R
PR HI RS

fofe i tofude do e Codn

T D O SRS O

Lo

S S S S o R K K

oy S SN N 3 3 o O O K

LA
fo Lo dode Lo

£

XA LA,
o 5 _a-_'"&_'-'_#k"“a- X

&+

&
45
&
3

7
.7

s
‘s

L

P Fe P e

R LR EH KRG

_ e
s PP e

. ed LD AL PP,
P00 T L e e et
R IR R S R E AL R R RRIRORS
-;t;t&bﬁbéhﬁhﬁhéhéh*iﬁh?tfaf ! @hﬁh
N R RN IS WSS N K PP I D I P FD I WO IO MR KPR KD FHAP N

5

(X

v H‘h ‘A % Rzl
7

el



GALA LATTICE N©, LS

WOOL CARPETS

TECHNICAL INFORMATION:

MANUFACTURING METHOD TOTAL CARPET THICKNESS
Wilton Woven Carpet +70mm
PILE SURFACE BACKING
y Loop Pile Jute & Cotton
PILE COMPOSITION MANUFACTURING WIDTH
g L 100% Pure New Wool 4m
! ; s N°® TUFTS FIRE CLASSIFICATION
5 + 204.800/m? Bsl
A PILE WEIGHT PATTERN REPEAT (L x W)
Glacier + 1.300 g/m? 3,1 x44cm
TOTAL CARPET WEIGHT PATTERN MATCH
+ 2.860 g/m? Straight Match
PILE HEIGHT LEED®
+ 50 mm Gala fulfills the requirements

for LEED certified buildings
(EQC4.3)
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INSTALLATION (WALL-TO-WALL)
Please visit www.moquetasrols.com to download our Quick Fit Guide
ing important information relative to the planning & installation

llection.

CARE & MAINTENANCE

We do not recommend this structure for installation in homes where pets
are present as the raised loop pile in the carpet could be pulled by claws
scratching the pile surface

Please visit www.moquetasrols.com to download our Carpet Care and
Maintenance booklet containing useful tips on vacuuming, preventative
regular and occasional maintenance solutions and procedures and
important guidance for spot cleaning
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olors shown are representative of colorways only; please order a sample swatch to ensure color accuracy.
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